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Installs New Style Stoker 


July 9, 1923—The Consolidated Water Power and 
has purchased a new model Westinghouse under- 
feed stoker including the hollow forced dump grates which are ac- 
large coal hopper, non-clinkering exten- 
sion sidewall tuyeres and steam dumping mechanism. Very flexible 
rate of coal feed is maintained by a 4-speed gear transmission which 
is flange connected to a 2-speed induction motor and transmits power 
to the line shafting through a Diamond chain. 
duction motor driving the stoker has primary and secondary control 
The fan motor is also three 
phase and equipped with control panel and resistance. 
uses crushed Youghiogheny coal under the new 500 horse power 


Biron, Wis., 
Paper Company, 


tive fuel burning surfaces, 


giving 50 per cent speed reduction. 
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WASHINGTON, 


of Commerce. 


The three phase in- 


This plant 


as Es 
to Gothenburg export interests, has been a satisfactory one during 
the quarter, according to a report received here by the Department 
The demand for kraft and sulphite has been good, 
particularly in America and England, although inquiries from the 
Continent have decreased somewhat on account of the difficulty 
experienced by the French and Belgian mills in obtaining fuel, and 
it is estimated that the producers of mechanical pulp in this dis- 
trict have already sold about 60 per cent of the expected produc- 
tion of moist pulp for this year. 
fered, Swedish pulp mills have been inclined to await developments 
rather than to force sales. 


Good Demand for Swedish Pulp 


[FROM OUR REGULAR CORRESPONDENT. ] 


July 3, 1923—The pulp market, according 


On account of the low prices of- 








